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Menos
Recessed Trimless Spotlight

Features

e PC cover with high transmittance,offering uniform —mm__ Recessed

and comfortable light

o Excellent aluminum reflector offers even and better
light color,bringing visual comfort

* Excellent heat dissipation design for good heat
dissipation to extend the lifespan of the lamp

* Housing material:Aluminum with good performance

» Trimless face ring gives a nicer ceiling

SYV lluminacion Europea, Sociedad Limitada
Avda San Pablo 28 - 28820,
Cosloda (Madrid) Spain

IP Rating
P44

Phase Dimmable

Colour Rendering Index
>80

¢ Standard Warranty
>

warranty
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TECHNICAL DATA
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Product Data Trimless Spotlight

Lamp Type PHILIPS LED

Wattage 10W @

Color Temperature 3000K LED

Rated Luminaire Luminous Flux 650Ilm

Rated Luminaire Efficiency 65Im/W

IP Rating 44

Beam Angle 30°

Voltage AC220-240V /

Frequency Range 50-60 Hz / !;' £
CRI Ra>80 1= :%‘ 2
Power Factor >0.95 :::: ::::

Output Voltage 27-42V T T

Output Current 250mA r 72mm

Safety Class Class I T17mm

THD =15% Cutout: 72mm
Operating Temperature -20°C ~ +40°C

Storage Temperature 25°C

SDCM(MacAdam) <3

Material Aluminum with Powder coated surface -150 = 150

Finish White + Iron Gray 10

Life Span 60,000 Hours -120 : 120
Warranty 6 Years

Applications Residential, Commercial, Hospitality etc.

-90 20

TECHNICAL OPTIONS

Wattage 15W, 20W -60 60

Color Temperature 2700K-6000K Uchu:/c;siao 11.0°
Beam Angle 15°/24°/36°/60° ~30 0 ety
Control TRIAC / DALI/1-10V/0-10V 9 T co/1s0 Ao

AVERAGE BEAM ANGLE (50%) :41.0 DEG

SYV lluminacion Europea, Sociedad Limitada
Avda San Pablo 28 - Naves 15y 2 - 28820
Cosloda (Madrid) Spain
SYV Design is constantly developing and improving it's products. The right is reserved to change specification without prior notification or public announcement.



