
Molding shaped hard chromeplated stainless
steel SUS 316L
Step tempered glass.T=8mm
Gasket: Silicone gasket
PCB: Excellent heat conductivity aluminum co-
efficient of heatConductivity≥2.0w/mk
Cable Gland: PG-11 copper with nickel-coated
Temperature of water between -20˚C~50˚C less
than 1 meter depth
Automatic Shutdown at 75°C
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Ello
Underwater Light

Recessed Colour Rendering Index
>80

Standard WarrantyIP Rating
IP68 5 ye
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Ello
TECHNICAL DATA SHEET - ELLO - 16516 - UNDERWATER LIGHT

TECHNICAL DATA

Product Data
Lamp Type
Wattage
Color Temperature
Rated Luminaire Luminous Flux
Rated Luminaire Efficiency
IP Rating
Beam Angle
Voltage
Frequency Range
CRI
Power Factor
Output Current
Operating Temperature
Safety Class
IK Rating
SDCM
Material
Finish
Life Span
Warranty
Applications

TECHNICAL OPTIONS

Wattage
Color Temperature
Beam Angle
Control

8W/16W/20W
3000K-6000K
20o/25o/35o/45o 
TRIAC, PWM, DALI, 1-10V

SYV Iluminacion Europea, Sociedad Limitada
Avda San Pablo 28 - Naves 15 y 2 - 28820

Cosloda (Madrid) Spain
SYV Design is constantly developing and improving it’s products. The right is reserved to change specification without prior notification or public announcement.

Underwater Light
OSRAM LED
4x2W
3000K
720lm
90lm/W
68
30°
DC24V
50-60 Hz
Ra>80
>0.9
371mA
-20oC ~ +50oC
II
08
< 3 MacAdam
Hard chrome-plated stainless steel #316
Chrome
50,000 Hours
5 Years
Outdoor, Pool, Fountains, etc.

SPAIN

LED


