
Exclusive combination of magnet and light
High efficacy, high illuminance
Glare-free design, perfect light spot and accurate
beam angle, make surroundings of comfortable
illumination
DC48V Safely Input Voltage
Rotatable vertical 90°
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Acento
 Magnetic Gimbal Accent Linear Light
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TECHNICAL DATA

Product Data
Lamp Type
Driver
Wattage
Color Temperature
Rated Luminaire Luminous Flux
Rated Luminaire Efficiency
IP Rating
Beam Angle
Voltage
Frequency Range
CRI
Power Factor
Operating Temperature
Safety Class
Material
Finish
Life Span
Warranty
Applications

TECHNICAL OPTIONS

Wattage
Color Temperature
Beam Angle
Finish
Control

6x2W
2700K-6000K
15°
Sandy White
Switchable/TRIAC/0-10V/Wi-Fi/Bluetooth

SYV Iluminacion Europea, Sociedad Limitada
Avda San Pablo 28 - Naves 15 y 2 - 28823

Cosloda (Madrid) Spain
SYV Design is constantly developing and improving it’s products. The right is reserved to change specification without prior notification or public announcement.

Gimbal Accent Linear Light
OSRAM LED
MeanWell Driver
12x1W
3000K
840lm
70lm/W
20
45°
DC48V
50-60 Hz
Ra>90
>0.9
-200C ~ +500C
Class III
High-grade Aluminium
Black
60,000 Hours
6 Years
Residential, Commercial, Hospitality etc.

SPAIN

LED

Unit:mm


